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Parameters

Product continues to iterate, specifications may be updated without prior notice.

MODEL M50-110
PV

Maximum Input Power

Startup Voltage

Maximum PV Voltage

Rated PV Voltage

MPPT Operating Voltage Range

Number of MPPTs

Number of Inputs per MPPT

Maximum Input Current (per MPPT)

Maximum Short-Circuit Current (per MPPT)

Battery

Nominal capacity

Battery capacity

Rated Voltage

Battery Voltage Range

Rated Charge/Discharge Current

Maximum Charge/Discharge Current

AC

Rated Output Power

Maximum Output Power

Rated Input Power

Maximum Input Power

Rated Output Current

Maximum Output Current

Rated Voltage (Input and Output)

Grid Frequency

Total Voltage Harmonic Distortion

Temperature Control and Fire Protection

Temperature Control Type

Fire Suppression Agent

Fire Protection Control Type

Mechanical

Weight

Dimensions(W×D×H)

Communication Method

96kW

210V

850Vdc

620Vdc

330-850Vdc

4

2

40A×4

50A×4

110kWh

314Ah

352Vdc

308~396Vdc

140A

165A

50kW

50kW

50kW

50kW

76A

76A

3L/N/PE; 400V

50Hz/60Hz

<3% @ Rated Power & Linear Load

Smart Air Conditioner Smart Fan

Aerosol (or Perfl uorohexanone)

Composite Detection Cabinet-Level Suppression

Net Weight: 1370 kg

Gross Weight (with packaging): 1420 kg

Unit Dimensions:1000x1320x2145 mm

Dimensions with Packaging: 1070 x 1390 x 2285 mm

Ethernet 4G

MOTOMA Smart 110 adopts an integrated air-cooled design, 

incorporating 5 battery PACKs, a 50kW hybrid inverter, BMS, 

EMS, an intelligent temperature control system, an advanced 

fire suppression system with precision inhibition and explo-

sion venting, along with cabinet structure and electrical auxilia-

ry components. The system provides a rated battery capacity 

of 110 kWh.

PV&ESS All-in-One Cabinet
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